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WALL-FIXING OIL SETS

Wall-ixing oil set for barrels of 180-220 l
Composed by:

Art.020-1168-000 Air-operated oil pump ratio=1:1 40 l/min

Art.025-1265-000 Wall-ixing bracket
Art.025-1268-000 920 mm Ø 42 mm shank

Art.025-1262-000 Ø 42 mm threaded ring

Art.910-0600-020 Flexible hose Ø 25 2,0 m length

Wall-ixing oil set for barrels of 180-220 l
Composed by:

Art.020-0978-000 Air-operated oil pump ratio=1:1 35 l/min

Art.025-1265-000 Wall-ixing bracket
Art.025-1268-000 920 mm Ø 42 mm shank

Art.025-1262-000 Ø 42 mm threaded ring

Art.910-0600-020 Flexible hose Ø 25 2,0 m length

Wall-ixing oil set for barrels of 180-220 l
Composed by:

Art.020-1188-000 Double-acting air-operated oil pump ratio=3:1 30 l/min

Art.025-1265-000 Wall-ixing bracket
Art.025-1268-000 920 mm Ø 42 mm shank

Art.025-1262-000 Ø 42 mm threaded ring

Art.910-0600-020 Flexible hose Ø 25 2,0 m length

Wall-ixing oil set for barrels of 180-220 l
Composed by:

Art.020-0988-000 Air-operated oil pump ratio=3:1 25 l/min

Art.025-1265-000 Wall-ixing bracket
Art.025-1268-000 920 mm Ø 42 mm shank

Art.025-1262-000 Ø 42 mm threaded ring 

Art.910-0600-020 Flexible hose Ø 25 2,0 m length


